
ISO-GE DeSOTO, INC. 
MATERIAL SAFETY DATA SHEET NPCA 1-72 

FOR COATINGS, RESINS AND RELATED MATERIALS 
(Approved by U.S. Department of Labor "Essentially Similar" to Form OSHA-20) 

DeSOTO, INC. 
Administrative and Research Center 

Emergency Telephone 312-391-9000 

Product Class: ALIPHATIC POLYISO
CYANATE 

SECTION I 

Trade Name SUPER DESOTHANE ACTIVATOR 

********************** SECTION II-HAZARDOUS 
PERCENT* 

INGREDIENT BY WEIGHT PPM 

2-Ethoxyethyl Acetate-Skin**10 
Methyl Ethyl Ketone 30 
Xylene - Skin 10 
Aliphatic Polyisocyanate*** 50 

50 
200 
100 

NE 

1700 South Mt. Prospect Road 
Des Plaines, Illinois 60018 

Manufacturers Code Identification 
910-152 

Date of Prep 1/14/83 
Supersedes 9/14/82 MSDS 
INGREDIENTS ********************* 
TLV VAPOR 

MG/M3 

270 
590 
435 

NE 

LEL 

1.8 
1.8 
1.1 

NE 

PRESSURE 
@20° c. 

2.0 
70 
1 o. 0 

NE 

* Percent By Weight: To nearest 5%, plus or minus 5%, for substances 5-95%; 
<5.0 for substances 0.5-5%; <0.5 for substances 0.0-0.5%. 

**ACGIH notice of intended change, 1982: TLV-TWA = 5 ppm. 

***Hexamethylene diisocyanate (HDI) content less than 0.7% 
based on resin solids at time of manufacture. However, 
after 3 to 6 months storage, the free monomer content 
may rise to a maximum of 1.6%. 

TLV not 
established 
for HDI but 
0.02 ppm 
followed 

NE = Not Established NA = Not Applicable 
************************** SECTION III-PHYSICAL DATA ************************* 

PROPERTY 

Boiling Range 

Vapor Density X Heavier 

Weight Per Gallon 

Percent Volatile By Volume 

Evaporation Rate Faster 

MEASUREMENT 

176-313° F. 
80-156° c. 

@760 MM Hg 

Lighter Than Air 

8.0 Lbs. 

55 

X Slower Than Ether 

BOE-CS-0227393 


